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Device Type

Wavelength
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Control Board

Rated Life

Electrical Requirements

through combination

Anti-over heating
(no cooling fan, no noise)

Clinical Indication

830 nm

Provides pain relief

Stimulates fibroblast proliferation
Offers anti-aging benefits to the body
Promotes cell regeneration
Facilitates the wound healing process
Improves blood circulation

660 nm

Stimulates collagen and elastin
production

Smoothens skin texture
Improves skin elasticity
Increases circulation and lymph
drainage

Reduces wrinkles and fine lines
Lightens hyperpigmentation
Promotes hair regrowth
Improves symptoms of psoriasis

Technical Specification

4 Wavelengths Mixed Wavelengths Optimized Lens Array

415, 585, 660, 830 nm Maximal result
in single head

Heat Sink Tech

For intensity,
penetration, distribution

Intuitive Ul

Simple and
easy operation

585 nm

Stimulates the nervous and lymphatic
systems

Regenerates damaged tissues
Reduces skin redness and flushing
Decreases symptoms of rosacea

415 nm

Reduces active acne

Normalizes sebum production
Promotes skin calming and relaxation
Assists in killing bacteria on the skin
Prevents breakouts

Provides a deep cleaning effect
Shrinks enlarged pores

Light Emitting Diode (LED)

415 nm, 585 nm, 660 nm, 830 nm

AC 100V / 240V 50 Hz 5-85 A

Main board LED control board 4 color LED board

10000 H
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